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Thank you for purchasing a Derby Magic Pinewood Derby Track. 
 
To assemble your track, start with the stand.  The parts of the stand are marked with letters on the various 
pieces and can be identified on the assembly drawing.  All of the stand parts are assembled using the 
included #10-24 by ½” long screws and nuts.   
 

 
 

Figure 1 
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Tools Required: Screwdriver  3/8" wrench 
Tools Helpful:  1/4" and 5/16" wrench 
 

 
 
 

1) Foot, 4 pieces 
2) 90° Bracket, 2 pieces 
3) 30° Bracket, 4 pieces 
4) Start Block 
5) Start Gate 
6) #4-40 x 5/16 flat head, see qty. below 
7) #6-32 x 1screw & nut, 8 pieces 
8) #10-24 x ½, 31 pcs. & nut, 35 pcs. 
9) Start gate handle return spring 
10) #10-24 x ¾ & nut, 1 piece 

11) #6-32 x 1 screw & nut, 2 pieces 
12) #4-40 x ½ & nut, 2 pieces 
13) #4-40 x 5/16, 4 pieces 
14) ¼ OD x 3/16 long spacer 
15) ¼ OD x ¾ long spacer 
16) 3/8 OD x ¼ long spacer 
17) Washer, 2 pieces 
18) Start gate lever 
19) Plate 
20) Start gate handle 

 
Quantities of #4-40x5/16 screws for track joints 

Length\Lanes 2 3 4 5 6 
32 18 27 36 45 54 
38 22 33 44 55 66 
44 26 39 52 65 78 

 
The support frame is easiest to put together in three sections.  The sections are the front and back leg, and 
the center section.  The three sections will then be put together to form the complete assembly. 
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A

Large 
 Hole 

The center potion of the frame is shown in Figure 3.  This is a view 
looking from the starting end of the frame, but it is upside down. 
 
Lay out the 'A' and 'B' parts as shown.  Four of he 'C' parts have 
the angle opening to the rear and the fifth one that is about 5 inches 
from the far end has the angle opening forward.  Before putting the 
screws in for the fifth 'C' part, put the 'K' part in.  Assemble all of 
the screws for these parts, but only finger tight.  After the center 
section is assembled except for the brackets, tighten all screws 
with a screwdriver and wrench. 
 
The 30° brackets on the ends should be installed as shown in 
Figure 4 and 5.    
 

 
Figure 4 
 

 
        Figure 5 

Figure 3 
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The 90° brackets should be installed on the center two 'C' parts as shown in figures 6 and 7.  Figure 6 is 
the part nearest to the start end and Figure 7 is away from the start end. 
 

      
   Figure 6      Figure 7 
 
 
 
  
 
Leg Assembly 
 
 
The 'D', 'E', and 'F' parts make up the rear leg.  They 
form a triangle as shown in figure 9.  
 
The 'G', 'H', and 'J' parts make up the front leg. 
 
The rubber feet are attached using #10-24 nuts.  
 
 
 
 

 
   Figure 8      Figure 9    
 
After the three sections are completed, assemble them as shown in Figure 1 using the 'M' and 'L' braces. 
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Start Gate Assembly 
Attach the plate to the side of the 'A' 
part using the #4-40 x 1/2" screws and 
nuts.  Tighten the screws. 
 
Install the ¼ x ½ nylon spacer to the 
plate using a #6-32 x 1 screw and nut. 
 
The start gate handle needs to be pre-
assembled.  The ¼" diameter x 3/16" 
nylon spacer goes into the ¼" hole in 
the handle.  The #6 washer and #6-32 x 
1 screw then go through the spacer.  
Finally, the 3/8" diameter spacer goes 
on the #6-32 x 1 screw. 
 

 
  Figure 11 

 
    Figure 12 
     

   Figure 10 
 
The handle sub-assembly should now be attached to the 
plate using a #6-32 nut.  The extension spring should then 
be connected from the hole at the rear of the 'A' part to the 
handle.  The completed assembly can be seen in Figure 12. 
 
Place the start gate through the large hole in part 'A'. 
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Place the start block on 
the far end of the start 
gate rod.  Using two #4-
40 x 3/8" screws, attach 
the start block to the 
frame. 
 

     Figure 13 
 

Attach the near end start 
block using two #40-40 
x 3/8" screws. 
 
Slide the start gate lever 
into the slot on the end 
of the start gate rod. 
Connect them using the 
washer, #10-24 x 3/4" 
screw, and nut. 
 
The lever should be 
released from the handle 
and the start gate rotated 
so that the car stop pins 
are not vertical during 
attachment of the track 
to the support frame. 
 
 
 

     Figure 14 
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Track Assembly 
 
Each section of track that joins to another section is 
marked on the bottom with a letter.  The start gate section 
is marked with ‘A’  on one end.  The second section has an 
‘A’  on one end and a ‘B’  on the other [see Figure 15].  Lay 
all of the track sections out in order at the approximate 
location that you want your track.  An example of this is 
shown in Figure 16. 
 
Figure 15 shows the labels on the bottom of the track 
sections.  Also shown are the assembly nuts which are 
pressed into the connector plates for easy assembly. 
 
 

 
Figure 15. 

 

Figure 16.
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   Figure 17      Figure 18 
 
Slide the track sections together as shown in Figures 17 and 18.  Use the #4-40 x 5/16”  flat head screws to 
secure the track sections to each other.  The sections are secured with 2 screws per lane.  
 
You are now ready to place the track on the 
stand.  Raise the start gate end of the track 
and slide the stand under the track.  Place 
the #6-32 x 1”  screws in the holes on the 
track and through the holes on the stand.  
Secure the track to the stand using the #6-32 
nuts as shown in Figure 19. 
 
Position the torsion spring as shown and clip 
it to the pin on the starting gate. 
 
 
 
 
 
 
 
Slide the brake under the finish line end of the track.  At 
each brake to the track using a #4-40 x 5/16" flat head 
screw. 
 
 
 
Congratulations, your track is now ready for use! 

Figure 19 

Figure 20 


